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Dear Dr.  Sharma: 

We pet i t ion fo r  a revision o f  178.345-2(a)(l) as follows where under l in ing 
indicates an addition. 

91 78.345-2 Material and material thickness. 

(a) A l l  material for  shell, heads, bulkheads, and baffles must 
conform t o  section I I ,  par ts  A and B, o f  the ASME Code except as 
follows : 

(1) The following steels are also authorized f o r  cargo tanks 
"constructed in accordance w i t h  the ASME Code." 

ASTM A 569 
ASTM A 570 
ASTM A 572 
ASTM A 607 
ASTM A 656 

* * * 
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ASTM A 622 i s  a low carbon hot rol led steel w i t h  an average tensile 
s t rength of 51,000 pounds and average yield s t reng th  of 37,000 pounds 
compared t o  A 569 steel w i t h  an average tensile s t rength of 53,000 pounds 
and yield s t reng th  o f  41,000 pounds based on four  tests. 

Brownie Tank Manufacturing Company has used th is  steel for  twenty 
years fo r  tank heads. 
and spl i t  as A 569 steel does when deep draw forming. Brownie Tank is 
present ly building DOT 406 cargo tank heads w i th  A 622 steel under 
exemption DOT-E 11499 w i t h  an expirat ion date of September 30, 1995. 

A 622 steel has the advantage tha t  it does not  wr ink le  
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Vice President-Engineering 
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